DENSO IRIDIUM
CO-GEN SPARK PLUGS

Increase the Life of Your Plug.
Decrease Your Maintenance Costs.
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Platinum

Alloy Pad Unique Iridium Alloy

Developed and patented by DENSO, Iridium avlloy is six times
harder and eight times stronger than platinum. The Iridium alloy
in DENSO’s Iridium spark plugs allow for maximum combustion
and optimum power.

360° Laser Welding

The extreme hardness and high melting p;int of Iridium pre-
vented the use of this incredible metal until DENSO perfected
the 360° Laser Welding Process, a process so reliable the
electrode resists wear even in the harshest conditions.
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DENSO’s Cross Groove design uses four small electrodes
to improve sparking performance while decreasing
required voltage, making DENSO Iridium spark plugs
the best choice for your industrial application.
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Required voltage is decreased improving longevity of the plug, which
results from DENSO’s use of Iridium alloy and the unique design of the

L

Y Conventional

Service

y Replacement nterval Cross Groove electrode.

Required Voltage (KV)

>
Hours

This test was done on a V12 Engine with Natural Gas and analyzed by DENSO.
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Iridium Co-Gen Application il

MAKE MODEL PART#  STOCK# GAP
CATERPILLAR | 3306, G3304, G333, G343 GE3-1 6080 0.012
CATERPILLAR | (63400 Series GE3-1 6080 0.012
CATERPILLAR | 63500 Series GI3-1A 6083 0.011 ENSO
CATERPILLAR | (G3600 Series GI3-1A 6083 0.011 -1A
CUMMINS 6C, 1-10 GK3-1A 6082 0.011
CUMMINS QSV 81-V16, QSV 91-V18 GI3-1A 6083 0.011
DORMAN 6SEG, 8SEG, 12SEG GE3-1 6080 0.012
DORMAN 6SETCWG Min NOx GE3-1 6080 0.012
GUASCOR FG180, FG240 GI3-1A 6083 0.011 —
GUASCOR FGL180 GI3-1A 6083 0.011 1
GUASCOR FGLD240, FGLD360, FGLD480 GI3-1A 6083 0.011 S
JENBACHER | J612, J616 (1995<) GI3-1A 6083 0.011 wdl
JENBACHER | J620 GI3-1A 6083 0.011 i3
JOHN DEERE | 6076AFN30 (150 & 200 H.P) GK3-1A 6082 0.015 -
MAN F 0824 F 301, E 0824 F 302 GE3-1 6080 0.012 iz
MAN E 0826 E 301, E 0826 E 302 GE3-1 6080 0.012 §
MAN F 2842, F 2842 E GE3-1 6080 0.012 ¢ =
MAN F 2843 [N GE3-1 6080 0.012
MAN E 2866 DUH03 GE5-1 6081 0.020 o g
MAN E 2866 LUHOT GE3-1 6080 0.012 Irldlum Co-Gen
MAN F 2876 GE3-1 6080 0.012
SUPERIOR | 170662, 171261 G3-1A | 6083 oo | Cross REference
WARTSILA Model 175 (1994<) GK3-1A 6082 0.011
WARTSILA W2205G GK3-1A 6082 0.011 CHAMPION  DENSO
WARTSILA W255G, W285G, W34SG, W20V345G | GI3-1A 6083 0.011
WAUKESHA | AT Series 12V-AT256L, 12V-AT27GL | GI3-1A 6083 0.011 Rpé\%/ic EQTA# Z&%CK#
WAUKESHA | AT Series 8L-AT25GL, 8L-AT27GL GI3-1A 6083 0.011 RETTWPCC | Gi3A | 6083
WAUKESHA | VGF Series F18G, F18GL, F18GLD GI3-1A 6083 0.011 RB75pp pral s
WAUKESHA | VGF Series H24G, H24GL, H24GLD GI3-1A 6083 0.011
WAUKESHA | VGF Series L36GL, L36GLD GI3-1A 6083 0.011 RB76PP GI3-TA | 6083
WAUKESHA | VGF Series P48GL, P48GLD GI3-1A 6083 0.011 RB75N GI3-TA | 6083
WAUKESHA VIGS Series F11CSID, F11G, F11GS| GE3-1 6080 0.012 RB76N GI3-1A | 6083
WAUKESHA VGS Series H1077G, H1077GS| GE3-1 6080 0.012 RN79G (0.015) | GE3-1 | 6080
WAUKESHA | VGS Series L1616G, L1616GSI GE3-1 6080 0.012 RN79G (0.02) | GE5-1 | 6081
WAUKESHA VGS Series P2154G, P2154GSI GE3-1 6080 0.012 RC78PYP GK3-1A | 6082
WAUKESHA |  VHP Series 2895GL GI3-1A 6083 0.011
WAUKESHA |  VHP Series 3521GL GI3-1A 6083 0.011 BERU DENSO
WAUKESHA | VHP Series 5108GL GI3-1A 6083 0.011 PART # PART #| STOCK #
WAUKESHA | VHP Series 511561 GI3-1A 6083 0.011 18GZ 6-77 GI3-1A | 6083
WAUKESHA | VHP Series 5790GL GI3-1A 6083 0.011 18627 GI3-1A | 6083
WAUKESHA |  VHP Series 70426L GI3-1A 6083 0.011 14R CDP GE3-1 | 6080
WAUKESHA VHP Series 9390GL GI3-1A 6083 0.011 14R4 GE3-1 | 6080
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Iridium Co-Gen Availability
NUMBER STOCK# THREAD THREAD  HEXSIZE  TERMINALNUT  GAP (mm)

DIAMETER (mm)  REACH (in)

GE3-1 6080 | 14 3/4 13/16 Solid 0.012
GE5-1 | 6081 | 14 3/4 13/16 Solid 0.02
G3-1A | 6083 |18 13/16 7/8 Threaded Nut 0.011
GK3-1A | 6082 | 14 3/4 5/8 Threaded Nut 0.012
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