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JOB SAFETY ANALSYS
	JOB TITLE:

Hydraulic Earth Auger

Page:     1     of     4
	JSA No.

500-64-004
	DATE:

11/21/2002
	New: 


REVISED:

	
	Title of Person Performing Job:

Traffic Sign Technician
	Supervisor:

Kathy Baker
	Analysis Performed By:

Armando De La Rosa



	Organization:

MCDOT
	Location:

2909 W Durango
	Department:

Striping and Signing
	Reviewed By:

Jamie Moffat



	Sequence of Basic Job Steps:
	Potential Hazards:
	Recommended Actions or Procedures:



	Clear objects from walk way and work area
	Slip and fall

Injury to back, shoulder, or arm

Hitting head on horizontal barricade rail
	Keep walkway clear of objects when climbing into the back of the truck

Personal Protective Equipment: Gloves, hard hat, non-skid boots

	Climb onto back of truck 

Pull out hydraulic hoses from hose reel
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	Do not operate unless properly trained on using equipment

Read Manual before hand 

Grip hoses firmly & pull out needed length to rear of truck.

Check hoses for any cracks or weather decay

Set hoses flat on the ground to prevent tripping over them.

PPE: Gloves, hard hat, non-skid boots

	MARIACOPA COUNTY

JOB SAFETY ANALSYS
	JOB TITLE:

Hydraulic Earth Auger

Page:     2     of     4
	JSA No.

500-64-004
	DATE:

11/21/2002
	New: 


REVISED:

	
	Title of Person Performing Job:

Traffic Sign Technician
	Supervisor:

Kathy Baker
	Analysis Performed By:

Armando De La Rosa



	Organization:

MCDOT
	Location:

2909 W Durango
	Department:

Striping and Signing
	Reviewed By:

Jamie Moffat



	Sequence of Basic Job Steps:
	Potential Hazards:
	Recommended Actions or Procedures:



	Retrieve auger, bit, and torque bar from equipment storage cabinets


	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail

Pinched hands between equipment and equipment storage cabinets
	Use safe lifting techniques
PPE: Gloves, hard hat, non-skid boots

	Connect torque bar to auger and secure to back bumper hitch


	Slip and fall

Injury to back, shoulder, or arm

Pinched hands between auger and torque bar
	Use safe lifting techniques
Connect auger to bumper to prevent auger kick-backs

PPE: Gloves, hard hat, non-skid boots
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	Connect auger bit to handles

Align hole on auger check with hole on the coupler

Slide auger check into coupler and secure with bold and nut
	Injury to back, shoulder, or arm

Pinched hands between auger check and coupler
	Do not turn on power prior to connecting torque bar to auger bit

Use safe lifting techniques
PPE: Gloves, hard hat, non-skid boots

	Climb onto truck and start compact power unit


	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	(Note: check engine fluid at start of shift)

Use step bumper and tool box to climb in while using vertical barricade rail as a handle

PPE: Gloves, hard hat, non-skid boots

	Climb into the back of the truck and turn off the compact power unit
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail
	Use step bumper and tool box to climb in while using vertical barricade rail as a handle

PPE: Gloves, hard hat, non-skid boots
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	Sequence of Basic Job Steps:
	Potential Hazards:
	Recommended Actions or Procedures:



	Climb down from the truck

Remove auger check from coupler

Disconnect torque bar
	Slip and fall

Injury to back, shoulder, or arm

Pinched hands between auger check and coupler
	Use safe lifting techniques
PPE: Gloves, hard hat, non-skid boots

	Set auger bit, handles and torque bar in back the truck

Climb into the back of the truck

Secure equipment
	Slip or Fall

Lower back, arm, and shoulder strain

Hitting Head on barricade rail

Pinched hands between equipment and equipment storage cabinets
	Use safe lifting techniques
PPE: Gloves, hard hat, non-skid boots



	Secure hydraulic hoses
	Lower back, arm, and shoulder strain
	Grip hoses firmly so that they may rewind on to hose reel as

Recoil pick back may occur if hoses are not firmly held.

PPE: Boots, helmet, glasses, and gloves


