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	Title of Person Performing Job:

Equipment Operator and Striping Technician
	Supervisor:

Kathy Baker
	Analysis Performed By:

Armando De La Rosa



	Organization:

MCDOT
	Location:

Durango
	Department:

Signing and Striping


	Reviewed By:

Jamie Moffat

	Sequence of Basic Job Steps:
	Potential Hazards:
	Recommended Actions or Procedures:



	Park Striper truck at procurement distribution center loading dock
	Collision

Injury to back, shoulder, or arm
	Loading area should be clear of objects when backing equipment

When stopped, set air brakes and chuck rear wheels

Follow proper backing procedures

	Climb into rear cab and start power unit up
	Slip and fall

Injury to back, shoulder, or arm


	Check engine fluids levels daily at start of shift

Do not operate unless properly trained on using equipment

Read Manual before hand

Personal Protective Equipment: steel toed boots, ear protection, hard hat, gloves

	Hook one end of filler house to inlet on truck and the other to the outlet on paint tote and secure coupler with clamp ears
	Injury to back, shoulder, or arm

Foot injury

Pinching hands and fingers
	Use Proper Lifting Techniques
PPE: gloves, steel toed boots, safety glasses, ear protection, hard hat
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	Disconnect safety pin

Lower side ladder and climb onto platform of truck
	Slip and fall

Hitting head with steel ladder

Pinching hands and fingers
	Hold ladder firmly with one hand while removing the safety pin

Use handles when climbing onto truck

PPE: gloves, steel toed boots, safety glasses, ear protection, hard hat

	Check fluid levels daily

Start power unit up
	Injury to back, shoulder, or arm
	Do not operate unless properly trained on using equipment

Read Manual before hand

	Check diaphragm pumps and hoses for damage and cracks

Open top port of paint tank and check paint quantity
	Injury to back, shoulder, or arm

Illness from paint vapor
	PPE: gloves, steel toed boots, safety glasses, ear protection, hard hat

	Open valves to paint tank, being pumping paint into tank
	Paint spill, vapor related illnesses

Injury to back, shoulder, or arm
	Mandatory training in “Hazard Communication Program”

Do not operate unless properly trained on using equipment

PPE: gloves, safety glasses, ear protection, dust mask

	MARIACOPA COUNTY

JOB SAFETY ANALSYS
	JOB TITLE:

Paint Loading 

Page:     3     of     4
	JSA No.

310-64-003
	DATE:

12/03/2002
	NEW: 


REVISED:

	
	Title of Person Performing Job:

Equipment Operator and Striping Technician
	Supervisor:

Kathy Baker
	Analysis Performed By:

Armando De La Rosa



	Organization:

MCDOT
	Location:

Durango
	Department:

Signing and Striping


	Reviewed By:

Jamie Moffat
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	One person monitors tank to prevent overfilling

Second person monitors gages for proper pressure

Third and Fourth person to stay on ground to monitor hose for leaks and to turn valves off
	Paint spill, vapor related illnesses

Injury to back, shoulder, or arm

Eye and Skin irritation
	PPE: gloves, safety glasses, ear protection, dust mask



	Turn pumps on when tank is full and close all valves
	Injury to back, shoulder, or arm
	Turning off valves insures no pain related incidents

	Disconnect filler hose from truck and raise up to drain hose and paint tote end
	Injury to back, shoulder, or arm

Paint spill, vapor related illnesses

Foot injury
	Grip hose firmly with both hands, get help if needed

Use Proper Lifting Techniques
PPE: gloves, safety glasses, ear protection, dust mask, boots

	Back flush filer house and turn off proper valves, disconnect hose
	Injury to back, shoulder, or arm

Paint spill, vapor related illnesses
	Use Proper Lifting Techniques
PPE: gloves, safety glasses, ear protection, dust mask, boots
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	Wash out coupler and hose
	Injury to back, shoulder, or arm

Eye and Skin irritation
	Contain and properly dispose of waste in containment drums

PPE: gloves, safety glasses, ear protection, dust mask, face shield

	 Secure filler house in storage compartment on truck
	Injury to back, shoulder, or arm

Hitting head
	Firmly grip house with both hands and seek help if needed

Use Proper Lifting Techniques
PPE: gloves, safety glasses, ear protection, dust mask, boots

	Secure paint tank lid

Close valves to paint lines


	Pinching hands and fingers

Paint spill, vapor related illnesses
	Use clamp lash to secure lid

Do not overfill tank

PPE: gloves, safety glasses, ear protection, dust mask

	Climb down from truck
	Slip and fall

Injury to back, shoulder, or arm
	Do not jump off truck, use ladder and hand holds to climb down

PPE: gloves, safety glasses, ear protection, boots

	Turn truck and prep for loading spheres (Paint Beads)
	Collision
	Perform walk around prior to moving equipment, remove wheel chuck

Use a guide to assist moving into loading bay


